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Environmental Protection Agency § 63.3552 

§ 63.3551 How do I demonstrate initial 
compliance? 

(a) You may use the control effi-
ciency/outlet concentration option for 
any coating operation, for any group of 
coating operations within a sub-
category or coating type segment, or 
for all of the coating operations within 
a subcategory or coating type segment. 
You must use the compliant material 
option, the emission rate without add- 
on controls option, or the emission 
rate with add-on controls option for 
any coating operation in the affected 
source for which you do not use the 
control efficiency/outlet concentration 
option. To demonstrate initial compli-
ance, the coating operation(s) for 
which you use the control efficiency/ 
outlet concentration option must meet 
the applicable levels of emission reduc-
tion in § 63.3490. You must conduct a 
separate initial compliance demonstra-
tion for each one and two-piece draw 
and iron can body coating, 
sheetcoating, three-piece can body as-
sembly coating, and end coating af-
fected source. You must meet all the 
requirements of this section to dem-
onstrate initial compliance with the 
emission limitations. When calculating 
the organic HAP emission rate accord-
ing to this section, do not include any 
coatings or thinners used on coating 
operations for which you use the com-
pliant material option, the emission 
rate without add-on controls option, or 
the emission rate with add-on controls 
option. You do not need to redetermine 
the mass of organic HAP in coatings or 
thinners that have been reclaimed on-
site and reused in the coating oper-
ation(s) for which you use the emission 
rate with add-on controls option. 

(b) Compliance with operating limits. 
You must establish and demonstrate 
continuous compliance during the ini-
tial compliance period with the oper-
ating limits required by § 63.3492, using 
the procedures specified in §§ 63.3556 
and 63.3557. 

(c) Compliance with work practice re-
quirements. You must develop, imple-
ment, and document your implementa-
tion of the work practice plan required 
by § 63.3493 during the initial compli-
ance period as specified in § 63.3512. 

(d) Compliance demonstration. To dem-
onstrate initial compliance, the coat-

ing operation(s) for which you use the 
control efficiency/outlet concentration 
option must meet the applicable levels 
of emission reduction in § 63.3490. You 
must keep all records applicable to the 
control efficiency/outlet concentration 
option as required by §§ 63.3512 and 
63.3513. As part of the Notification of 
Compliance Status required by § 63.3510, 
you must identify the coating oper-
ation(s) for which you used the control 
efficiency/outlet concentration option 
and submit a statement that the coat-
ing operation(s) was in compliance 
with the emission limitations during 
the initial compliance period because 
you achieved the operating limits re-
quired by § 63.3492 and the work prac-
tice standards required by § 63.3493. 

§ 63.3552 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations? 

(a) To demonstrate continuous com-
pliance with the emission limitations 
using the control efficiency/outlet con-
centration option, the organic HAP 
emission rate for each compliance pe-
riod must be equal to or less than 20 
ppmvd or must be reduced by the 
amounts specified in § 63.3490. A compli-
ance period consists of 12 months. Each 
month after the end of the initial com-
pliance period described in § 63.3550 is 
the end of a compliance period con-
sisting of that month and the pre-
ceding 11 months. 

(b) You must demonstrate contin-
uous compliance with each operating 
limit required by § 63.3492 that applies 
to you, as specified in Table 4 to this 
subpart. If an operating parameter is 
out of the allowed range specified in 
Table 4 to this subpart, this is a devi-
ation from the operating limit that 
must be reported as specified in 
§§ 63.3510(b)(6) and 63.3511(a)(7). 

(c) You must meet the requirements 
for bypass lines in § 63.3557(b). If any 
bypass line is opened and emissions are 
diverted to the atmosphere when the 
coating operation is running, this is a 
deviation that must be reported as 
specified in §§ 63.3510(b)(6) and 
63.3511(a)(7). For purposes of dem-
onstrating compliance, you must treat 
the materials used during a deviation 
on a controlled coating operation as if 
they were used on an uncontrolled 

VerDate Aug<04>2004 00:39 Aug 10, 2004 Jkt 203151 PO 00000 Frm 00451 Fmt 8010 Sfmt 8010 Y:\SGML\203151T.XXX 203151T


